
Supplies: 

24 to 30 16gauge or 14 gauge jump rings 

52 to 64 10mm Orings 

2 pairs of flat nose pliers 

 

For 7.25mm size, double the number of rings 

per row. 

48 to 60 18 gauge jump rings 

104 to 128 7.25mm orings 

*based on women’s sizes 

1. Begin with 1 

open jump ring 

and 4 orings.  Put 

all orings onto 

jump ring and 

close. 

2. Use 1/2 of your 

jump rings to make 

these groups of 4 or-

ings/1 jump ring.  Lay 

them on work surface 

with jump rings in 

same direction as 

shown. 

3. Link 2 groups together with 

one jump ring passing through 4 

rings from bottom to top making 

sure that the jump ring passes 

through the rings in the same 

direction as the 4/1 groups al-

ready made. 

4. Continue using one jump 

ring to add all groups of 4/1 

until desired length.  Use one 

final jump ring to attach the 

end 2 rings to the beginning 

two rings in the row. 

Adding additional rows. 

1. Pass a jumpring through 

the first 2 rings on the right, 

add 2 new orings and then 

close the jump rings. 

2. Pass a jump ring through 

the top oring on the right and 

then through the 2nd & 3rd 

orings in the left row.  Add 

one new oring and then close 

the jump ring. 

Continue this same step pass-

ing through 1 oring on the 

right and then the 3rd and 4th 

orings on the left.  Follow 

with 4th & 5th, 5th and 6th 

and so on until reaching the 

end. 

3. Finish all ends adding 

jump rings into the pattern as 

you did adding each 4/1 

group. 

Chain Maille 4 in 1 weave 


